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Statement of findings
A new humidifier for use during mechanical ventilation in endotracheally intubated patients is
described and tested. The humidifier is based on a heat–moisture exchanger, which absorbs
the expired heat and moisture and releases it into the inspired air. External heat and water
are then added at the patient side of the heat–moisture exchanger, so that the inspired gas
should reach 100% humidity (44 mg/l) at 37°C. In bench tests using constant and
decelerating inspiratory flow and minute volumes of 3–25 l the device gave an absolute
humidity of 41–44 mg/l, and it reduced the amount of water consumed in eight mechanically
ventilated patients compared with a conventional active humidifier. During a 24-h test period
there was no water condensation in the ventilator tubing with the new device.
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HME = heat–moisture exchanger.
Introduction: Devices for active humidification of the inspired
air in mechanically ventilated patients cause water
condensation in the ventilator tubing, which may become
contaminated or interfere with the function of the ventilator. The
present study describes and tests the performance of a new
humidifier, which is designed to eliminate water condensation.
Objectives: To test the performance of the new humidifier at
different ventilator settings in a lung model, and to compare this
new humidifier with a conventional active humidifier in
ventilator-treated critically ill patients.
Materials and methods: The humidifier (Humid-Heat; Louis
Gibeck AB, Upplands Väsby, Sweden) consists of a supply
unit with a microprocessor and a water pump, and a
humidification device, which is placed between the Y-piece
and the endotracheal tube. The humidification device is based
on a hygroscopic heat–moisture exchanger (HME), which
absorbs the expired heat and moisture and releases it into the
inspired gas. External heat and water are then added to the
patient side of the HME, so the inspired gas should reach
100% humidity at 37°C (44 mg H2O/l air). The external water
is delivered to the humidification device via a pump onto a wick
and then evaporated into the inspired air by an electrical
heater. The microprocessor controls the water pump and the
heater by an algorithm using the minute ventilation (which is fed
into the microprocessor) and the airway temperature measured
by a sensor mounted in the flex-tube on the patient side of the
humidification device.
The performance characteristics were tested in a lung model
ventilated with a constant flow (inspiratory:expiratory ratio 1:2,
rate 12–20 breaths/min and a minute ventilation of 3–25 l/min)
or with a decelerating flow (inspiratory:expiratory ratio 1:2, rate
12–15 breaths/min and a minute ventilation of 4.7–16.4 l/min).
The device was also tested prospectively and in a randomized
order compared with a conventional active humidifier (Fisher &
Paykel MR730, Auckland, New Zealand) in eight mechanically




care unit. The test period with each device was 24 h. The
amount of fluid consumed and the amount of water in the water
traps were measured. The number of times that the water traps
were emptied, changes of machine filters, the suctions and
quality of secretions, nebulizations, and the amount of saline
instillations and endotracheal tube obstruction were recorded.
In order to evaluate increased expiratory resistance due to the
device, the airway pressure was measured at the end of a
prolonged end-expiratory pause at 1 h of use and at the end of
the test, and was compared with the corresponding pressure
before the experiment. The body temperature of the patient
was measured before and after the test of each device.
Results: Both with constant flow and decelerating flow, the
Humid-Heat gave an absolute humidity of 41–44 mg H2O/l at
37°C, with the lower level at the highest ventilation. In the patients,
both Humid-Heat and the conventional active humidifier (MR730)
maintained temperatures, indicating that they provided the
intended heat and moisture to the inspired air. With both devices,
the body temperature was maintained during the test period. There
was no difference in the amount of secretions, the quality of the
secretions and the frequency of suctions, saline instillations or
nebulizations between the test periods with the two devices. There
was no endotracheal tube obstruction, and after 1 h of use and at
the end of the test no increased airway resistance was found with
either device. When the MR730 was used, however, the water
traps needed to be emptied six to 14 (mean eight) times (total
amount of fluid in the traps was 100–300 ml) and the machine
filters were changed two to six (mean four) times due to an
excessive amount of condensed water with flow obstruction. No
condensation of water was found in the tubing with the Humid-
Heat. The water consumption was 23–65 ml/h (mean 30 ml/h)
with the MR730 and 4–8 ml/h (mean 6 ml/h) with the Humid-Heat
(P<0.0008). The same relations were found when the water
consumption was corrected for differences in minute ventilation.
Discussion: The new humidifier, the Humid-Heat, gave an
absolute humidity of 41–44 mg/l at 37°C in the bench tests.
The tests in ventilated patients showed that the device was
well tolerated and that condensation in the tubing was
eliminated. There was no need to empty water traps. The test
period was too short to evaluate whether the new device had
any other advantages or disadvantages compared with
conventional humidifiers.
Introduction
Due to dry medical gases, humidification of the inspired
gases is essential during prolonged artificial ventilation in
endotracheally intubated patients. Without sufficient
humidification the secretions will desiccate and the epithe-
lium of the airway will be injured. This increases the risks
of atelectasis and pneumonia [1,2].
Passive heat–moisture exchangers (HMEs), which are
based on a hygroscopic condenser principle, usually
provide adequate humidity (up to 32 mg H2O/l air) in the
inspired gas during ventilator treatment [3,4]. In about
5–10% of the patients, however, with thick secretions for
example, active humidifiers that can provide 100% humid-
ity are needed [3,4]. These devices cause free water con-
densation in the tubing with risks of contamination and of
compromising the ventilator function [3,5,6]. To avoid this,
a new humidifier, which is a hybrid of a hygroscopic HME
and an active humidifier, has been developed.
The aims of the present study were to test the perfor-
mance of this new humidifier at different ventilator settings
in a lung model, and to compare this humidifier with a con-
ventional active humidifier in ventilator-treated critically ill
patients.
Materials and methods
The part of the study that involved patients was approved
by the local human study ethics committee.
The humidifier, Humid-Heat (Louis Gibeck AB, Upp-
lands Väsby, Sweden; Fig. 1), consists of a supply unit
with a microprocessor and a water pump, and a humidi-
fication device that is placed between the Y-piece and
the endotracheal tube. The humidification device is
based on a hygroscopic HME, which absorbs the
expired heat and moisture and releases it into the
inspired gas. External heat and water are then added to
the patient side of the HME, so the inspired gas should
reach 100% humidity at 37°C (44 mg H2O/l air). The
external water is delivered to the humidification device
via a pump onto a wick and then evaporated into the
inspired air by an electrical heater. The microprocessor
controls the water pump and the heater by an algorithm
using the minute ventilation (which is entered manually
into the microprocessor) and the airway temperature as
measured by a sensor mounted in the flex-tube on the
patient side of the humidification device. The HME in
the device has a dead space of 54 ml and the flex-tube
has a dead space of 19 ml. The weight of the humidifi-
cation device is 79 g.Critical Care    Vol 4 No 1 Larsson et al
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Lung model tests
The first part of the experiment involved testing of the perfor-
mance characteristics during constant and decelerating
flow in a lung model. The lung model (Fig. 2) was based on
the ISO 9360 International Standard, with the exception
that the water bath temperature was regulated to maintain a
constant temperature of 36 ± 0.5°C. This will give 100%
humidity at 35.5 ± 0.5°C in the air expired from the model,
simulating the humidity and temperature in the human
trachea. The model was ventilated with a constant or a
decelerating inspiratory flow by a ventilator (Siemens 900
B, Solna, Sweden) for 90 min. The ventilator was fed with
pressurized dry air from a gas cylinder. The temperature in
the room and in the inspiratory ventilator tubing was main-
tained at 21°C. The temperature in the expiratory ventilator
tubing was 21–22°C. During the constant flow ventilation
the ventilator was set at a minute ventilation of 5–25 l/min,
an inspiratory:expiratory ratio of 1:2, and a rate of 12, 15 or
20 breaths/min. To obtain a decelerating flow, the pressure
in the ventilator bellows (machine pressure) was reduced
from 60 to 20 and 38 cmH2O, producing an almost con-
stant inspiratory pressure in the ventilator tubing and tidal
volumes of 390 and 1370 ml, respectively. The rate was 12
or 15 breaths/min and the minute ventilation was 4.7–16.4 l.
As mentioned, the microprocessor of the humidifier uses
the patient’s minute ventilation for governing the water
pump. The user has to enter the minute ventilation into the
microprocessor manually. In order to test the tolerance to
an unrecognized change in ventilation, we entered the
erroneous minute ventilation values of 8 and 12 l/min into
the microprocessor, when the actual minute ventilation at
both occasions was 10 l with a constant flow pattern.
The calculation of the absolute humidity of the inspired air
was based on the following conditions: the air expired from
the lung model was fully saturated at 35.5°C (the lung
model consists of a water bath with a measured tempera-
ture of 36.0°C, see Fig. 2); the inspired gas had a tempera-
ture of 37°C (also verified by continuous measurement),
meaning that it will carry 44 mg H2O/l without condensa-
tion occurring; and a change of the amount of water in the
lung model during the test period was due to the difference
in water content between the inspired and expired air.
Thus, absolute humidity = (WLchange/SVT) + Hout, where
WLchange is the change of water content in the lung model,
SVT is the total ventilation during the 90-min test period
and Hout is the absolute humidity of the expired air from the
Figure 1
The Humid-Heat device is based on a heat–moisture exchanger
(HME), which (a) absorbs the expired heat and moisture and releases
it into the inspired gas. External heat (b) and water (c) are then added
on the patient side of the HME so that the inspired gas (d) reaches
about 100% relative humidity at 37°C. The patient’s minute volume is
entered into the microprocessor (e) by the operator. The
microprocessor uses this information and the actual airway
temperature measured by a temperature probe (g) to control a water
pump (f) and a heater (b) to deliver the correct amount of water and
heat. The arrows indicate the direction of the inspiratory and the
expiratory flow.
Figure 2
The lung model consists of a box (a) in which the temperature is
maintained at 36.0°C, a one-way valve (b), an elastic balloon (c) and a
water bath (d). During the inspiratory phase the air passes from the
ventilator (e) through the humidifier (f) via the one way-valve to the
balloon. During the expiratory phase the air passes from the balloon
and bubbles through the water-bath in order to reach 100% humidity
at 35.5°C by the time it leaves the lung model. The arrows indicate the
direction of the airflow.lung model (100% saturated at 35.5°C = 41 mg/l). The
change in the water content was found by weighing the
whole model before and after the experiment. To study the
reproducibility, the tests at 3, 5, 6, 8, 10 and 15 l minute
ventilation were made in duplicate. The water consumption
was registered. The absolute humidity in the inspiratory and
expiratory ventilator tubings was measured continuously by
the Humidity Sensor System (Louis Gibeck AB, Upplands
Väsby, Sweden) and electronically averaged.
Tests in ventilator-treated patients
The second part of the experiment was the testing of the
Humid-Heat in ventilated patients and comparing it with a
conventional active humidifier in a prospective, controlled
and randomized manner. Eight consecutive intensive care
patients (six males and two females, body weight
66–110 kg), in whom we anticipated a minimum of 48 h of
ventilator treatment, were enrolled. The study was per-
formed during 2 separate weeks (six patients the first
week and two the second week). The Humid-Heat was
used for 24 h (range 14–27 h) and then replaced with a
conventional active device (MR730; Fisher & Paykel,
Auckland, New Zealand) with a heated wire in the inspira-
tory limb, or vice versa. The order was randomized. In the
test with the MR730, the Y-piece was connected via a
flex-tube (dead space 20 ml) to the endotracheal or tra-
cheostomy tube. The patients were ventilated using a
Siemens 300 ventilator: four with pressure control, three
with pressure support and one with volume control. The
range (mean) of peak inspiratory pressure was 15–34
(29) cmH2O and the range (mean) of positive end-expira-
tory pressure was 5–15 (11) cmH2O. The minute ventila-
tion was 8–14 l (mean 10 l with the Humid-Heat and 11 l
with the MR730; P=0.37) and the tidal volume was
400–700 ml (mean 560 ml with the Humid-Heat and
630 ml with the MR730; P=0.40.) The range (mean) of
respiratory rate was 11–26 (20) breaths/min. The Humid-
Heat was preset to keep the temperature of the inspired
gas at 37°C and the MR730 was set at 36°C in the
humidifier and 40°C at the Y-piece according to recom-
mendations from the manufacturer (Blyth A, FPCare, per-
sonal communication). The room temperature was 21°C.
The temperature of the patient was measured before and
after the test of each device. The temperature at the Y-
piece (MR730) and in the flex-tube (Humid-Heat) was reg-
istered after 30 min of use and at the end of the test
period. The number of times that the water traps were
emptied, changes of machine filters, suctions and quality
(thick, normal or thin) of secretions, nebulizations, and the
amount of saline instillations and endotracheal tube
obstruction were recorded. The amount of fluid consumed
was measured by weighing the fluid bags that supplied
the humidifiers with water before and after the testing of
each device. Likewise, the amount of water in the water-
traps was measured by weighing. In order to evaluate
increased expiratory resistance due to the device, the
airway pressure was measured at the end of a prolonged
end-expiratory pause at 1 h of use of the humidifier and at
the end of the experiment, and compared with the pres-
sure before the experiment.
Statistics
The data are given as range and mean when not otherwise
indicated. Statview (SAS institute Inc, Cary, North Carolina,
USA) was used for the statistical analysis. The correlation
between absolute humidity and minute ventilation was ana-
lyzed by regression. The difference between absolute
humidity at the two tests with similar minute volumes was
expressed as the coefficient of variation [i.e. as standard
deviation/mean (= D/m × Ö2, where D is the absolute value
of the difference between the values of absolute humidity
and m is the mean)]. The difference between flow patterns
in the bench test was analyzed using Mann–Whitney U test.
Likewise, the differences between the two test periods with
the humidifiers in the patient study were analyzed with
Mann–Whitney U test, except for the difference in sputum
quality, which was analyzed using the c2 test. The differ-
ences in airway pressures within the two test periods were
analyzed using analysis of variance.
Results
Lung model tests
No significant difference in absolute humidity of inspired air
between constant and decelerating flow was found
(43.2 ± 1.7 and 42.5 ± 0.6 mg/l (mean ± standard devia-
tion), respectively; P=0.19). With both flow patterns the
Humid-Heat gave an absolute humidity of 41–44 mg H2O/l,
with the lower level at the highest ventilation (Fig. 3). The
regression equation was as follows: absolute humidity
(mg/l) = 44.4–0.12×minute volume (l/min), r2=0.49;
P=0.003. The temperature of the inspired air leaving the
humidifier was 36.9 ± 0.5°C (mean ± standard deviation).
The coefficient of variation of absolute humidity for the
double tests was 3.5% (0.3–7.4%). The water consump-
tion was 10.1 ± 1.6 mg/l inspired air (mean ± standard
deviation) and the absolute humidity in the expiratory venti-
lator tubing was 7.5 ± 2.2 mg/l (mean ± standard devia-
tion). This corresponds to 42 ± 12% (mean ± standard
deviation) relative humidity at the prevailing temperature
(21°C). The absolute humidity in the inspiratory ventilator
tubing was 0.14 ± 0.15 mg/l (mean ± standard deviation).
The absolute humidity at the actual minute ventilations of
10 l/min when the incorrect minute ventilation values of
8 and 12 l/min had been entered were 41.3 and
43.5 mg H2O/l, respectively.
Tests in ventilator-treated patients
For the results of the test in ventilator-treated patients,
see Table 1. Both devices maintained the set tempera-
tures, indicating that they were supplying the intended
http://ccforum.com/content/4/1/054
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sumed on average 43 mlH 2O/l inspired air, which theo-
retically would give an absolute humidity of about 43
mg/l. The Humid-Heat consumed in average 9 mlH 2O/l
inspired air, which was similar to the water consumption
in the bench test, in which the absolute humidity in the
inspired air was 41–44 mg/l. With both devices, the
patient’s body temperature was maintained during the
test period. There was no difference in the amount or
quality of the secretions or in the frequency of suctions,
saline instillations or nebulizations between the test
periods with the two devices. There was no endotra-
cheal tube obstruction. With both devices, the airway
pressure at the end of a prolonged expiratory pause
was the same before, after 1 h of use and just before
the end of the experiment, indicating that neither device
increased airway resistance. When the MR730 was
used, however, the water traps needed to be emptied
six to 14 (eight) times (total amount of fluid in the traps
was 100–300 ml) and the machine filters were changed
two to six (four) times due to an excessive amount of
condensed water with flow obstruction. No condensa-
tion of water was found in the ventilator tubings with the
Humid-Heat. The water consumption was 23–65
(30) ml/h with the MR730 and 4–8 (6) ml/h with the
Humid-Heat (P<0.0008).
Discussion
This study shows that a new type of humidifier, the Humid-
Heat, produced 41–44 mg/l absolute humidity at 37°C
when tested in a lung model and that, compared with a
conventional active humidifier in patients, it decreased the
amount of fluid consumed and eliminated water condensa-
tion in the ventilator tubing.




Humid-Heat Fisher & Paykel MR730 P
Duration of the test (h) 24 ± 0.5 22±4.0 0.27
Change in the patient’s body temperature (°C) –0.28 ± 0.36  +0.01 ± 1.1 0.56
Change in the temperature at the Y-piece or the flex-tube (°C) –0.13 ± 0.64  0.0 ± 0.54 0.71
Suctions (n) 10.4 ± 3.9 9.2 ± 3.2 0.75
Saline instillations (n) 5.9 ± 3.1 4.6 ± 2.9 0.43
Total volume of saline instilled (ml) 30 ± 20 24 ± 23 0.41
No of nebulizations (salbutamol 2.5 mg plus 200 mg N-acetylcystein 3.6 ± 1.8 3.9 ± 2.0 0.75
diluted with saline to a total of 5 ml)
Quality of secretions at the start of the experiment (thick, normal, thin) (n) thick 2, normal 2, thin 4 thick 4, normal 3, thin 1 0.26
Quality of secretions at the end of the experiment, patients (n) thick 0, normal 5, thin 3 Thick 1, normal 5, thin 2 0.18
Change in thickness of secretions (i = increase, d = decrease, d = 3, i = 3, O = 2  D = 3, i = 1, O = 4 0.44
O = no change), patients (n)
Change in airway pressure at a prolonged expiratory pause 0 0 0.99
Water consumed/h (ml) 5.6 ± 1.2 30 ± 15 0.0008
Water consumed/l inspired gas (ml) 0.009 ± 0.003 0.043 ± 0.018 0.0008
Number of times that the water traps were emptied  0 8.3 ± 3.2 0.0008
Total amount of fluid in the water traps (ml) 0 213 ± 84 0.0008
Number of changes of machine filters due to excessive water condensation 0 4.7 ± 1.6 0.0008
The numbers are presented as mean ± standard deviation when applicable.
Figure 3
Results from the lung model experiments. The filled and unfilled circles
indicate the absolute humidity in the inspired air at different minute
volumes during a constant and decelerating flow, respectively.Recent studies have shown that hygroscopic HMEs
provide adequate humidification of the inspired air in
most ventilated patients [3,4,6–8]. These devices are
simple to use and may also reduce the incidence of venti-
lator-associated pneumonia [9]. In some patients,
however, active humidification is still needed. With the
conventional active humidifiers there is a substantial con-
densation of water in the ventilator tubing, which may
cause problems with the ventilator function and often
become contaminated with microbiological agents. In
fact, many studies have shown that after 24 h of use with
a conventional active humidifier, the ventilator tubing is
contaminated in 60–80% of cases [5,6,10]. Theoretically,
under the same conditions as in the present study, if an
active humidifier produces an absolute humidity of
approximately 44 mg/l at 37°C in the inspired air, as the
MR730 did, then at steady state (ie when the inspired
and expired absolute humidity is equal) this will cause
water condensation in the expiratory ventilator tubing at
about 18 ml/h. Indeed, during the test period with the
MR730 we could retrieve on average about 10 ml/h con-
densed water from the water traps. In clinical practice a
common way to reduce excessive water condensation in
the tubing when using an active humidifier is to reduce
the temperature of the inspired air to about 30°C.
Although this will reduce the amount of condensed water,
it also reduces the absolute humidity. In fact, the perfor-
mance of the device will be similar to an HME [8].
The Humid-Heat was designed to eliminate the problem of
water condensation. However, it has two potential draw-
backs. First, it cannot be used in patients with copious
secretions and, second, the temperature of the inspired air
is fixed at 37°C at the proximal end (to the Y-piece) of the
flex-tube. We have not measured the air temperature
closer to the patient, but the temperature of the inspired
air will probably be somewhat lower in the trachea. The
optimal temperature of inspired air in mechanically venti-
lated, endotracheally intubated patients is not known,
however. The temperature in the trachea during inspiration
is about 31°C and about 33°C at the carina in healthy indi-
viduals, spontaneously and quietly breathing room air [11].
Although we could not find any signs of overhydration
during the 24-h test period in the patients studied, we
cannot exclude that the set temperature of 37°C may be
too high in some patients. This device is designed for use
in critically ill patients, however, in whom the humidifica-
tion by an HME, which gives 30–32 mg/l humidity at a
temperature of 30–32°C, is not sufficient [3,4]. Indeed,
some experts have recommended that the humidity of the
inspired air should be 44 mg/l, as achieved by the Humid-
Heat, during artificial ventilation [12,13].
The tests in the ventilator-treated patients showed that the
device was well tolerated and that condensation in the
tubing was eliminated. The water consumption was 9 ml/l
inspired air, and if this amount of water is expired it will
give a relative humidity of about 50% at 21°C in the expi-
ratory ventilator tubing. This assumption is also supported
by the results from the bench test, in which the relative
humidity was 42 ± 12% (mean ± standard deviation) in
the expiratory tubing, which is below the threshold of con-
densation. There was no need to empty water traps or to
change machine filters. The test period was too short to
evaluate whether the new device had any other advan-
tages or disadvantages compared with conventional
humidifiers. No potential problem such as increased resis-
tance to airflow through the humidifier was seen, however.
This indicates that the HME in the device can deal with
the extra water load without becoming obstructed. Our
results agree well with a very recently published study
[14] that also examined the performance of the Humid-
Heat in ventilator-treated patients.
In conclusion, the Humid-Heat provided 41–44 mg/l
absolute humidity at 37°C and did not cause any water
condensation in the ventilator tubing. The results of this
24-h study are promising, but further tests are needed to
evaluate patient tolerance during longer periods of use.
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